
• Designed specifically for 
   attaching wood connectors.

• Replaces Nails, structurally rated.

• Developed and tested to meet 
   high load requirements. High
   tensile structural capacity.

• Available in two sizes:
   #9 x 1-3/8˝ and #9 x 2-7/8˝.

• Torx #20 head to eliminate 
   stripping.

• Self-tapping shank slot.

#9 x 2-7/8-in

#9 x 1-3/8-in
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18 ga 16 ga 18 ga 16 ga
  LL915 Screw 190 208 173 191

  8d x 1-1/2 Nail 163 178 148 163

  8d Nail 166 181 153 168

  10d x 1-1/2 Nail 184 200 167 184

  LL930 Screw 249 265 226 243

  10d Nail 200 218 184 201

  16d Nail 231 250 211 230

Fastener

Factored Shear Resistance (100%)
DF S-P-F

Steel Side Plate Steel Side Plate
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Common deck connectors that are compatible with LumberLok screws

Qty Type Qty Type Qty Type Qty Type Qty Type Qty Type
  JUS24-GC 4 LL930 2 LL930   AC5-TZ 3 LL930 3 LL930   PB44-6GC 8 LL930 8 LL930

  JUS24-TZ 4 LL930 2 LL930   AC7-GC 4 LL930 4 LL930   PB44-6TZ 8 LL930 8 LL930

  JUS24-2TZ 4 LL930 2 LL930   AC7-TZ 4 LL930 4 LL930   PB66-6GC 8 LL930 8 LL930

  JUS26-GC 4 LL930 4 LL930   AC9-TZ 5 LL930 5 LL930   PB66-6TZ 8 LL930 8 LL930

  JUS26-TZ 4 LL930 4 LL930   MPA1-GC 6 LL915 6 LL915   PBES44-TZ 8 LL930 8 LL930

  JUS26-2GC 4 LL930 4 LL930   MPA1-TZ 6 LL915 6 LL915   PBES66-TZ 8 LL930 8 LL930

  JUS26-2TZ 4 LL930 4 LL930   MP34-TZ 4 LL915 4 LL915

  JUS28-GC 6 LL930 4 LL930   MP4F-TZ 6 LL915 6 LL915

  JUS28-TZ 6 LL930 4 LL930   MP3-TZ 3 LL930 3 LL930

  JUS28-2TZ 6 LL930 4 LL930   MP5-TZ 4 LL930 4 LL930 Qty Type
  JUS28-3TZ 6 LL930 4 LL930   MP7-GC 5 LL930 5 LL930   PA44E-GC 6 LL930

  JUS210-GC 8 LL930 4 LL930   MP7-TZ 5 LL930 5 LL930   PA44E-TZ 6 LL930

  JUS210-TZ 8 LL930 4 LL930   MP9-GC 6 LL930 6 LL930   PA44-TZ 8 LL930

  JUS210-2GC 8 LL930 6 LL930   MP9-TZ 6 LL930 6 LL930   PAU44-TZ 12 LL930

  JUS210-2TZ 8 LL930 6 LL930   PA46E-GC 8 LL930

  JUS210-3TZ 8 LL930 6 LL930   PA46E-TZ 8 LL930

  JUS44-TZ 4 LL930 2 LL930   PA46-TZ 14 LL930

  JUS46-TZ 4 LL930 4 LL930   PAU46-TZ 12 LL930

  JUS48-TZ 6 LL930 4 LL930 Qty Type Qty Type   PA66E-GC 8 LL930

  JUS410-TZ 8 LL930 6 LL930   RT3A-TZ 4 LL915 4 LL915   PA66E-TZ 8 LL930

  RT4-TZ 4 LL915 4 LL915   PA66-TZ 16 LL930

  RT5-TZ 4 LL915 4 LL915   PAU66-TZ 12 LL930

  RT7-TZ 5 LL915 5 LL915   PAU88-TZ 14 LL930

Qty Type Qty Type   RT7A-GC 5 LL915 5 LL915

  SKH26L-GC 6 LL930 6 LL915   RT7A-TZ 5 LL915 5 LL915

  SKH26R-GC 6 LL930 6 LL915   RT8A-TZ 5 LL915 5 LL915

  SKH26L-TZ 6 LL930 6 LL915   RT15-GC 5 LL915 5 LL915

  SKH26R-TZ 6 LL930 6 LL915   RT15-TZ 5 LL915 5 LL915 Qty Type
  SKH28L-TZ 10 LL930 8 LL915   RT16A-TZ 9 LL915 8 LL930   SDPT5-TZ 5 LL915

  SKH28R-TZ 10 LL930 8 LL915   RT16-2TZ 8 LL915 8 LL915   SDPT7-TZ 5 LL915

  SKH210L-GC 14 LL930 10 LL915

  SKH210R-GC 14 LL930 10 LL915

  SKH210L-TZ 14 LL930 10 LL915

  SKH210R-TZ 14 LL930 10 LL915

  SKH210L-2TZ 14 LL930 10 LL930 Qty Type Qty Type Qty Type
  SKH210R-2TZ 14 LL930 10 LL930   ADTT-TZ 10 LL915   CSH-TZ 8 LL915 5 LL915

        TO COMPLY WITH THE WISCONSIN UDC, USP STRUCTURAL CONNECTORS RECOMMENDS LUMBERLOK SCREWS FOR FASTENING OUR JOIST HANGERS
        TO THE LEDGER BOARD.  ALL OTHER FASTENERS, INCLUDING THOSE INTO THE JOIST, MAY BE LUMBERLOK SCREWS OR HOT-DIPPED GALVANIZED NAILS
        OF THE SIZE SPECIFIED IN THE USP FULL LINE CATALOG.  FOR JOIST HANGERS THAT ARE NOT FASTENED TO THE LEDGER BOARD, LUMBERLOK SCREWS 
        OR HOT-DIPPED GALVANIZED NAILS MAY BE USED WHEN FASTENING TO THE HEADER OR THE JOIST. 

WISCONSIN UNIFORM DWELLING CODE CHAPTER SPS 320- 325 APPENDIX B

Wall Joist Rim Joist Stringer
Screw

(1) WS8-HDG

This is not a complete list of USP Connectors that are compatible with LumberLok Screws.  Most connectors that are installed 
with nails can also be also be installed with LumberLok Screws.  Contact customer service for additional information.

SECTION 7 ITEM 4 OF THE WISCONSIN UNIFORM DWELLING CODE SPS 320-325 APPENDIX B STATES:

“For joist hangers that are fastened to a ledger board, screws which are recommended by 
the manufacturer must be used. All other fasteners are permitted to be nails.”

Post
HDG Bolts
(2)  3/8" ∅
(2)  3/8" ∅

(1)  1/2" ∅
(1)  5/8" ∅

RAFTER TIES (1)  1/2" ∅

POST BASES
Post Anchor

Bolt
(1)  1/2" ∅
(1)  1/2" ∅

USP
Stock No.

USP
Stock No.

(1)  1/2" ∅
(1)  5/8" ∅
(1)  5/8" ∅
(1)  5/8" ∅

(1)  5/8" ∅

COMMON DECK CONNECTORS THAT ARE COMPATIBLE WITH LUMBERLOK SCREWS

JOIST HANGERS ANGLES POST CAPS
Header Joist Header Joist Post BeamUSP

Stock No.
USP

Stock No.
USP

Stock No.

USP
Stock No.

USP
Stock No.

USP
Stock No.

USP
Stock No.

Rafter/Truss Plate

DECK TENSION TIE CONCEALED STRINGER HANGER

SKEWED HANGERS (1)  5/8" ∅
Header Joist (2)  5/8" ∅

STRAP POST TIE
Deck

(1)  5/8" ∅

Qty Type Qty Type Qty Type Qty Type Qty Type Qty Type
  JUS24-GC 4 LL930 2 LL930   AC5-TZ 3 LL930 3 LL930   PB44-6GC 8 LL930 8 LL930

  JUS24-TZ 4 LL930 2 LL930   AC7-GC 4 LL930 4 LL930   PB44-6TZ 8 LL930 8 LL930

  JUS24-2TZ 4 LL930 2 LL930   AC7-TZ 4 LL930 4 LL930   PB66-6GC 8 LL930 8 LL930

  JUS26-GC 4 LL930 4 LL930   AC9-TZ 5 LL930 5 LL930   PB66-6TZ 8 LL930 8 LL930

  JUS26-TZ 4 LL930 4 LL930   MPA1-GC 6 LL915 6 LL915   PBES44-TZ 8 LL930 8 LL930

  JUS26-2GC 4 LL930 4 LL930   MPA1-TZ 6 LL915 6 LL915   PBES66-TZ 8 LL930 8 LL930

  JUS26-2TZ 4 LL930 4 LL930   MP34-TZ 4 LL915 4 LL915

  JUS28-GC 6 LL930 4 LL930   MP4F-TZ 6 LL915 6 LL915

  JUS28-TZ 6 LL930 4 LL930   MP3-TZ 3 LL930 3 LL930

  JUS28-2TZ 6 LL930 4 LL930   MP5-TZ 4 LL930 4 LL930 Qty Type
  JUS28-3TZ 6 LL930 4 LL930   MP7-GC 5 LL930 5 LL930   PA44E-GC 6 LL930

  JUS210-GC 8 LL930 4 LL930   MP7-TZ 5 LL930 5 LL930   PA44E-TZ 6 LL930

  JUS210-TZ 8 LL930 4 LL930   MP9-GC 6 LL930 6 LL930   PA44-TZ 8 LL930

  JUS210-2GC 8 LL930 6 LL930   MP9-TZ 6 LL930 6 LL930   PAU44-TZ 12 LL930

  JUS210-2TZ 8 LL930 6 LL930   PA46E-GC 8 LL930

  JUS210-3TZ 8 LL930 6 LL930   PA46E-TZ 8 LL930

  JUS44-TZ 4 LL930 2 LL930   PA46-TZ 14 LL930

  JUS46-TZ 4 LL930 4 LL930   PAU46-TZ 12 LL930

  JUS48-TZ 6 LL930 4 LL930 Qty Type Qty Type   PA66E-GC 8 LL930

  JUS410-TZ 8 LL930 6 LL930   RT3A-TZ 4 LL915 4 LL915   PA66E-TZ 8 LL930

  RT4-TZ 4 LL915 4 LL915   PA66-TZ 16 LL930

  RT5-TZ 4 LL915 4 LL915   PAU66-TZ 12 LL930

  RT7-TZ 5 LL915 5 LL915   PAU88-TZ 14 LL930

Qty Type Qty Type   RT7A-GC 5 LL915 5 LL915

  SKH26L-GC 6 LL930 6 LL915   RT7A-TZ 5 LL915 5 LL915

  SKH26R-GC 6 LL930 6 LL915   RT8A-TZ 5 LL915 5 LL915

  SKH26L-TZ 6 LL930 6 LL915   RT15-GC 5 LL915 5 LL915

  SKH26R-TZ 6 LL930 6 LL915   RT15-TZ 5 LL915 5 LL915 Qty Type
  SKH28L-TZ 10 LL930 8 LL915   RT16A-TZ 9 LL915 8 LL930   SDPT5-TZ 5 LL915

  SKH28R-TZ 10 LL930 8 LL915   RT16-2TZ 8 LL915 8 LL915   SDPT7-TZ 5 LL915

  SKH210L-GC 14 LL930 10 LL915

  SKH210R-GC 14 LL930 10 LL915

  SKH210L-TZ 14 LL930 10 LL915

  SKH210R-TZ 14 LL930 10 LL915

  SKH210L-2TZ 14 LL930 10 LL930 Qty Type Qty Type Qty Type
  SKH210R-2TZ 14 LL930 10 LL930   ADTT-TZ 10 LL915   CSH-TZ 8 LL915 5 LL915

        TO COMPLY WITH THE WISCONSIN UDC, USP STRUCTURAL CONNECTORS RECOMMENDS LUMBERLOK SCREWS FOR FASTENING OUR JOIST HANGERS
        TO THE LEDGER BOARD.  ALL OTHER FASTENERS, INCLUDING THOSE INTO THE JOIST, MAY BE LUMBERLOK SCREWS OR HOT-DIPPED GALVANIZED NAILS
        OF THE SIZE SPECIFIED IN THE USP FULL LINE CATALOG.  FOR JOIST HANGERS THAT ARE NOT FASTENED TO THE LEDGER BOARD, LUMBERLOK SCREWS 
        OR HOT-DIPPED GALVANIZED NAILS MAY BE USED WHEN FASTENING TO THE HEADER OR THE JOIST. 

WISCONSIN UNIFORM DWELLING CODE CHAPTER SPS 320- 325 APPENDIX B

Wall Joist Rim Joist Stringer
Screw

(1) WS8-HDG

This is not a complete list of USP Connectors that are compatible with LumberLok Screws.  Most connectors that are installed 
with nails can also be also be installed with LumberLok Screws.  Contact customer service for additional information.

SECTION 7 ITEM 4 OF THE WISCONSIN UNIFORM DWELLING CODE SPS 320-325 APPENDIX B STATES:

“For joist hangers that are fastened to a ledger board, screws which are recommended by 
the manufacturer must be used. All other fasteners are permitted to be nails.”

Post
HDG Bolts
(2)  3/8" ∅
(2)  3/8" ∅

(1)  1/2" ∅
(1)  5/8" ∅

RAFTER TIES (1)  1/2" ∅

POST BASES
Post Anchor

Bolt
(1)  1/2" ∅
(1)  1/2" ∅

USP
Stock No.

USP
Stock No.

(1)  1/2" ∅
(1)  5/8" ∅
(1)  5/8" ∅
(1)  5/8" ∅

(1)  5/8" ∅

COMMON DECK CONNECTORS THAT ARE COMPATIBLE WITH LUMBERLOK SCREWS

JOIST HANGERS ANGLES POST CAPS
Header Joist Header Joist Post BeamUSP

Stock No.
USP

Stock No.
USP

Stock No.

USP
Stock No.

USP
Stock No.

USP
Stock No.

USP
Stock No.

Rafter/Truss Plate

DECK TENSION TIE CONCEALED STRINGER HANGER

SKEWED HANGERS (1)  5/8" ∅
Header Joist (2)  5/8" ∅

STRAP POST TIE
Deck

(1)  5/8" ∅
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